
.19 [4.8]

4x .50 [12.7]

4x .56 [14.2]

4x 1.12 [28.4]

7.97 [202.4]

REF.

4x 1.31 [33.3]
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.005
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D.SHU  4/6/93

T.M.KUZAY  4/6/93
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1

1 1P/N 110031 8" O.D. NONROTATABLE FLANGE (MDC) 304 SST

UHV PACKING WITH ALUMINUM FOIL.
2. KEEP THE PART CLEAN, AND WRAP FOR

4. ALL DIMENSIONS WITH    ARE MILLIMETERS [ ]

3. WHEN MACHINING VACUUM PARTS, USE OF
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS

    IS PROHIBITED. USE ONE OF THE FOLLOWING:

    A) CIMCOOL 5 STAR 49

    B) TRIM SOL

NOTES:

      AS SHOWN ABOVE.

    1. REWORK EXISTING FLANGE P.N.100031 (MDC)
      NOM. O.D.8", NOM. I.D. BLANK

4xTIG

5. DRILL THE HOLES AFTER WELDING

SEE NOTE 5
4x .625 [15.87] DRILL THRU

Ø9.500 [241.30]

Ø5.812 [147.62]

Ø6.020     [152.91]

.500 [12.70]

REF.

R .005
MAX.

45°

2

+.005
-.000

4304 SSTFLANGE EXTENSION2

REFERENCE SOURCE:
MDC VACUUM PRODUCTS CORP.
23842 CABOT BLVD.
HAYWARD, CA 94545
PHONE: 1-800-443-8817


